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TECHNICAL FILE: 
       
     Wall washer 
 

     1.- Technical specifications 

     Length versions: 100, 450 and 880 mm .    Depth : 12 mm  

Indirect LED ilumination 

Installation in standard universal box  for mechanisms (round or square) 

Installation using side screws, hidden by the cover 

     Possibility to add any 5.1 collection mechanism on plate   
   

     LED CHARACTERISTICS 

LED brand: Nichia  

     Luminous flux: 180 lm (100 mm), 200 lm (450mm) and 400 lm (880mm)  

Power consumption: 2 W (100 mm), 2,4W (450mm) and 4,8W (880mm) 

Colour rendering index Ra> 80 

Colour temperature (K): 3000 (warm white) . Other colours on demand. 

Lifetime >50.000 hours 

 

     LED POWER SUPPLY (DRIVER) 

     Input voltage: 100~240VAC 

Input frequency: 47-63Hz 

Constant output current: 350 mA 

Ouput voltage: 3~12VDC Uout=16VDCmax 

Rated ouput power: 1~4.2W 

Ambient temperature: -20-50ºC 

Maximum length of output cable to the LED lamps should not exceed 2m in order to 
meet the EMC standard. 

Warranty: 3 years 

Size of case: 29.6X23.1X46.1 

 

     2.- Material characteristics 

     Body: Extrusion anodized aluminium with ASA plastic isolation 

Plate: AISI 304 brushed stainless steel and aluminium. 

      

     Plate dimensions (size in mm)         
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INSTRUCTIONS ASSEMBLY 
 
1. Use template to mark the distance between center of flush box and wall plugs. 
 It can be used eather two flush boxes or one box and wall plugs on the other end.  
 
 
450 mm wall washer      880 mm wall washer  
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Connect the driver to 220V and introduce it into flush box. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3. Fix the metal grids to flush box and wall plugs. 
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4. Connect the PCB led cable to driver. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5. Drive screws (x4) by means of an hex key (allen key) . Adjust metal grids if necessary  
in order to keep wall-washer straight. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
6. Clip side covers. 


