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TECHNICAL FILE: 

       
     RJ 11 Telephone socket 
 

     1.- Technical specifications 

 Brand: AMP 

Jack type : RJ11 

Performance category: Cat 3 

Wiring pattern : USOC 

Shielded: No 

 Flush mounting in universal box according EN-60-670 standard 

Can be combined with telephone socket. 

Other categories , shielded and dust cover on demand. 

      

     2.- Material specifications 

     Housing material: Polycarbonate 

UL Flammability Rating : UL 94V-0 

Contact Base Material : Phosphor Bronze 

Contact Plating, Mating Area, Material : Gold 

Contact Plating, Mating Area, Thickness (µm) : 1.27 

      
 
3.- Certificate approvals 

 
     ROHS compliance 

 
 
Height dimensions (size in mm)    Plate dimensions (size in mm)        

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



FT_RJ11_UNIV_5·1_ENG                                                                                                                         FONT BARCELONA 
Rev:5 Octubre 2011  Pol.Ind.Can Bernades-Subirà 
El: J.Esturo                                                                                                                                          C/Anoia 15  
                                                                                                                                                                     Sta.Perpètua de Mogoda (Barcelona) 

 
Installation instructions 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
One pair cable (R1-T1, normally red-green or white-brown) installation will be connected to blue and 

blue/white connectors. 
 
 
 
 
 
 
 
 
 
 
 


